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Specification of GET Waste Incinerator

Gas & Diesel type

1. Main introduction of GET waste incinerator

Fuel Type:  Nature gas / Diesel

Standard : GB18484-2001

Capacity : 30-600 KG / Hour

Number of chamber : 2

Incineration temperature : 850-1300 (C)

Incineration efficiency : > 99 %

Burning Time : 1 hour / Batch

Product Usage: Hospital waste , household waste etc .,
Eco friendly or not : Yes, dioxin free
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3. Detailed structure of GET waste incinerator
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4. Advanced technical features

1. Pyrolysis gasification in Primary combustion chamber
Ensure the complete combustion of solid waste

2. Secondary combustion in Secondary combustion chamber
Ensure the complete combustion of smoke & ash .

3. Rotating airflow design ,
Ensure smoke & ash stays in Secondary combustion chamber and

completely burnt

4. Ultra High Temperature Combustion in Secondary combustion chamber ,
Dioxin & Smoke & Ash all be completely destroyed .

5. Ca(OH)2 in gas purification room optional for special waste .
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2. General workin

rinciple of GET waste incinerator
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Main structure of waste incinerator

Load the wastes into the Primary combustion chamber ( Gasification chamber )
Preheat the Secondary combustion chamber to > 400 °C, before igniting .
Ignite the waste , and incinerate for at least for 1 hour

With gasification combustion technology ,

The temperature of Gasification chamber , start from 200-400 C

to avoid caking of the waste, and ensure complete combustion.

The temperature of secondary combustion chamber goes up to >850°C rapidly
after igniting the waste .

When smoke & ash goes into secondary combustion chamber , it stays in 2-5
seconds and be completely burned up at high temperature 850-1300 C

Dioxin also will be destroyed at the temperature > 700 C , inthe
secondary combustion chamber
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5. Working parameters and Standard of GET Incinerator

Types of wastes Incineration Sm.oke & ASh Incineration efficiency | The incineration residue heat ignition loss rate
temperature residence time (%) (%)
'C) (S) ° °
Hospital waste
> >
Household waste 2850 220 299.9 25
Serial number Pollutants. The unit of measurement As standard GB18484-2001
1 The blackness 1
2 Smoke and dust 100
3 CcO . 100
4 S02 mg/ m 200
5 HF 9.0
6 HCL 100
7 NO2 500




